Didula – 2010 
Technical rider for concerts - 32 channels (version 6.0)

1. FOH:
1.1 PORTAL SPEAKERS  (PA): ( Meyer Sound  M-Series )
Capacity of portal speakers should satisfy the requirements of concert hall size, placement and quantity of viewers, approximately: 20 W for 1 seat in the hall, but not less than 10 kW RMS.
1.2 ANALOG MIXING CONSOLE ( 32 MONO/ 3 ST/ 10 AUX/ 8 VCA ): 

( Midas Heritage 3000, XL4/XL3, Yamaha PM4000 , Soundcraft MH2 )

Console can’t be digital, console can be placed only in the middle of the hall on the same level with parterre, it can’t be placed under the balcony an in the sound technician room.
If there is no place for the console  in the middle of the hall a few seats should be removed to set the console in the appropriate position.

1.3 PROCESSING:
- Master EQ (graphic equalizer, connected  serially between mixing console и crossover)

( KLARK TEKNIK DN360, BSS 960 ( can’t be placed – DOD, Sabine, Alesis ets.));

- 3 (three) compression channels и 4 (four) gate channel ( DRAWMER DS404/ PRESONUS ACP88/ DBX 1074 );
- FX devices Hall, Delay ( M-One, D-Two );
- 2 (two) sockets (220 V x 16 A);

- Electric light over mixing console is obligatory

2. MONITORS:

2.1 MONITOR AUDOISYSTEM ( JBL ):
(М1) AUX 1 - 1 line – 4 for Didula
(М2) AUX 2 - 2 line – 1 for  Keyboards
(М3) AUX 3 - 3 line – 1 for  Bass
(М4) AUX 4 - 4 line – 2 for  Percussion
(М5) AUX 5 - 5 line – 1 for  Drums  ( + SUBWOOFER!!!)

(М6) AUX 6 - 6 line – 1 for  Saxophone

(М7) AUX 7 - 7 line – 1 for  Cajon

          AUX 8 – should be free

          AUX 9/10 - for Hall / Delay

- All monitors should be not less than 600 Watt, double-band, not less than 15”.  All monitors should be made by the same manufacturing company and the same series.

- Left backdrop M4 line (Percussion) has to be placed on the pole.

- M5 line (Drums) should have SUBWOOFER
- All AUX outputs should be in  “PRE MODE”
- Every monitor line should have 1/3 octave ( 31 bands ) any kind equalizer  with long regulator, placed on the stage easy to access.

3. STAGE:

2 monolith platforms should be placed in the middle of the stage 4 meters distance from the front line of the monitors. Size of the platforms 2x3 meters and 0,5 meters high, covered with carpeting.  Distance between platforms 2 meters ("Percussion", "Drums" see Stage Plan);

All speakers and monitors switching should be placed  around the stage.

4. BACKLINE
4.1 DRUMS:  

      ( Yamaha Recording Custom 9000, DW brand, Mapex Orion )
Kick 22” / Snare14” / Rack Tom 12” / Rack Tom 14” / Floor Tom 18”;

4 (four) heavy poles for cymbals;

1 (one) Snare pole / Hi Hat pole / Drum chair / Kick pedal; 

Floor Tom 18” should be placed on the separate pole
All drum should be placed on the platform ( “Drums”  see Stage Plan)

4.2 BASS:  

1 (one) bass booster (Markbass (Little Series));

1 (one) cabinet (Markbass Standard 8x10” ); 

Bass amplifier   no less than 300 W can be used only after our soundman permission ("FENDER" CAN’T BE USED); 
2 (two) guitar poles (for electric guitar);

2 (two) sockets (220 V x 16 A) (near the monitor);

4.3 PERCUSSION:  
2 (two) CONGO on the poles ( "TEMPO" CAN’T BE USED);

3 (three) heavy poles for cymbals;

1 (one) socket (220 V x 16 A);

All percussions (except DJEMBE и CAJON) should be placed on the  platform ( "Percussion" see  Stage Plan); 

Placement of DJEMBE и CAJON see in Stage Plan.

4.4 KEYBOARDS:  

1 (one) double level keyboard pole;

1 (one) single level keyboard pole for PC;

6 (six) Direct Box;
4 (four) UNBALANSED cables Jack-Jack (for keyboard connection);

4 (four) socket (220 V x 16 A).

4.5 WIND INSTRUMENTS: 

1 (one) SHURE SM57 on the pole (connection with our mini control panel is intended);

1 (one) microphone cable XLR-XLR;
2 (two) Direct Box for connection of our mini control panel with FOH;
2 (two) UNBALANSED cables Jack-Jack 1 meter  length;

1 (one) table or box size 50x50x50 centimeter (placement see in Stage Plan);

6 (six) sockets (220 V x 16 A).

4.6 GUITAR: 

2 (two) sockets (220 V x 16 A) on the stage near the multicore cable.
Our equipment:
- Rack with radio system for guitar (placement on the stage near the multicore cable);
- Device of FX arrangement G-FORSE (placement on the FOH, connection with AUX 8).

MAIN: 

- Using Behringer and Alesis devices  is forbidden;
- All equipment must be ready no less than  1 hour before SoundCheck;

- In the and of the show all equipment can be switched off only after our soundman permission 

For technical questions (Russian language):

+7 926-178-88-39 – Ivankov Alexander, sound man 

5. INPUT LIST
	N
	INSTRUMENT
	MIC/DI
	INSERT

	1
	KICK
	BETA 91 !!! 
	

	2
	KICK
	D 112/ BETA 52 !!!
	GATE

	3
	SNARE
	BETA 98/ BETA 57A
	

	4
	HI-HAT
	SM 81/ RODE NT5
	

	5
	RACK TOM 1
	ATM35/ SM57/ BETA 98
	GATE

	6
	RACK TOM 2
	ATM35/ SM57/ BETA 98
	GATE

	7
	FLOOR TOM
	BETA 52 !!!
	GATE

	8
	OVER HEAD L
	SM 81/ RODE NT5
	

	9
	OVER HEAD R
	SM 81/ RODE NT5
	

	10
	BASS
	XLR
	COMP

	11
	CONGAS
	BETA 56A/ 57A
	

	12
	BONGO
	BETA 56A/ 57A
	

	13
	OVER HEAD
	SM 81/ RODE NT5
	

	14
	DARBUKA
	SM 57
	

	15
	CAJON
	BETA 91/ E 901 !!!
	

	16
	DJEMBE
	BETA 57A
	

	17
	TALKBACK MIC
	SM 58
	

	18
	GUITAR-1 (*)
	WIRELESS  SYSTEM
	

	19
	GUITAR-2 (*)
	WIRELESS  SYSTEM
	

	20
	GUITAR-3 (*)
	WIRELESS  SYSTEM
	

	21
	GUITAR-4 (*)
	WIRELESS  SYSTEM
	

	22
	GUITAR-5 (*)
	WIRELESS  SYSTEM
	

	23
	RETURN G-FORSE L (*)
	
	

	24
	RETURN G-FORSE R (*)
	
	

	25
	SAXOPHONE L
	Direct Box
	COMP

	26
	SAXOPHONE R
	Direct Box
	COMP

	27
	KEYBOARD 1 L
	Direct Box
	

	28
	KEYBOARD 1 R
	Direct Box
	

	29
	KEYBOARD 2 L
	Direct Box
	

	30
	KEYBOARD 2 R
	Direct Box
	

	31
	PC L
	Direct Box
	

	32
	PC R
	Direct Box
	

	
	
	
	

	St1
	RETURN HALL
	M-ONE
	

	St2
	RETURN DELAY
	D-TWO
	

	St3
	iPOD (свой)
	
	


            Equipment marked “(*)” comes with us
     microphones marked “!!!” can’t be substitute 

For technical questions (Russian language):

+7 926-178-88-39 – Ivankov Alexander, sound man  

6. STAGE PLAN
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For technical questions (Russian language):

+7 926-178-88-39 – Ivankov Alexander, sound man  

